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Attributes - Why IMP's?


Single component wall assembly


Faster installs, fewer fasteners, fewer structural supports, all weather conditions except high winds, superior spanning


Exceptional insulating properties


R7.25 (thermal resistance) per inch


Sustainable


Reduces energy consumption, metal is recycled and recyclable


High quality


Structural, finished interior, rigorously tested, PVDF paint finishes, warranties


Architectural flexibility


Lightweight, thermally efficient


Dual uses:  Primary wall component or drainage wall assembly


Can be integrated with traditional building systems


Various finishes, gauges, profiles and thicknesses 






Profiles


4 Lined - ML, SL, WL, VL (Interior Profile, ML)


Product Information


Installation


Single component wall assembly


2" to 3":  Commercial/Industrial/Institutional


4" to 6":  Cold Storage


3 Textured - IM, ST, IN  (Interior Profile, ML)


1 Roof - RL  (Interior Profile, ML)


Width - 42", 36", 30"


Width based on vertical/horizontal application and profile


Length - based on vertical/horizontal application and profile


Colors - 7 wall colors, 5 roof colors unique to Isoleren


Exterior: PVDF, Interior (white): Polyester


Faster installs, fewer fasteners, fewer structural supports, all weather conditions except high winds


Vapor and Air Infiltration


Properly sealed system required


Non-skinning butyls used on perimeter and all joints


Drainage wall assembly


Single component assembly for use with exterior facade


Creates air/vapor barrier


Resources


Support /Resources


Product data sheets


Color chart


Details/Drawings


Product specifications


Installation manuals


Testing


Technical bulletins


Warranty:  Panel warranty, Paint warranty


Trim and accessories available


Texture - Smooth or Embossed


Gauge - 26, 24, 22


Gauge based on profile, texture and performance requirements


Thickness - 2", 2.5", 3", 4", 5", 6"	


Metal - Steel


Core - Continuously poured-in-place, polyisocyanurate, insulating foam


Exterior Profiles


1 Specialty  (Fire Rated) - MF, VF, SF (Interior Profile, ML)


Roof 12' min, 53' max


Wall 8' min, 53' max 
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